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	 Item	      Description

	 1	 Locked grub screw

	 2	 T bar handle assembly

	 3	 Dust cap/function label

	 4	 Gland adjuster

	 5	 Gland locknut

	 6	 Valve bonnet

	 7	 Anti blowout spindle	

	 8	 Thrust bush	

	 9	 Gland packing (2)

	 10	 Sealing washer	

	 11	 Self centering spindle tip

	 12	 Body

Part description

Angled versions available for the following: 
•   Globe style bar stock needle valves HNV series (6,000    
     psig/414 barg) (10,000 psig/689 barg) 
•  Single port gauge valves with vent (HVG series) 
•  Outside screw and yoke globe pattern needle valves (HYNV series) 
Below is example of Globe style bar stock needle valves HNV series 
(6,000 psig/414 barg). Please consult factory for other options.

WARNING

When selecting products for specific applications users 
should refer to our notice at the bottom of page 3.

Pressure vs temperature
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Designed to meet pressure/temperature ratings of ANSI Class 2500 where 
applicable. For a full list of options and suffix’s, see page 20. For a full list of 
materials and specifications, see page 21.

Standard product specification: metal/metal seated, PTFE packed, 
stainless steel, T bar operation, globe pattern, 6000 psig (414 barg).
Standard range part numbers

*Insert material code - select from material matrix on page 21.
Notes for compression ended valves:-
1.	For CPI™ change A to Z.
2.	“A” dimension given for finger tight nuts and ferrules.
3.	�Cannot be offered for NACE.
4.	For compression ended valve pressure ratings consult tube ratings table.
Dimension “C” in open position.

	     Part no.	           
Inlet	        Outlet		                                           Dimension

	 	             Female	    Female    	 A mm (inch)	  B mm (inch)	   C mm (inch)  D mm (inch) E mm (inch) F mm (inch)

	HNV*4FFANG     1/4 NPT   1/4 NPT   25.4 (1.00”)   25.4 (1.00”)  88.9 (3.50”)

	HNV*8FFANG     1/2 NPT   1/2 NPT   28.6 (1.13”)   31.8 (1.25”)  96.9 (3.81”)

	HNV*12FFANG   3/4 NPT   3/4 NPT   38.1 (1.50”)   34.9 (1.37”)  104.8 (4.13”)

 HNV*16FFANG   1 NPT      1 NPT      50.8 (2.00”)   41.3 (1.63”)  117.5 (4.63”)

38.1 (1.50”)  39.7 (1.56”) 12.7 (0.50”)

46.1 (1.81”)  46.1 (1.81”) 14.3 (0.56”)
54.0 (2.13”)  54.0 (2.13”) 19.1 (0.75”)
54.0 (2.13”)  54.0 (2.13”) 19.1 (0.75”)

	     Part no.	           
Inlet	        Outlet		                                           Dimension

	 	             Female	    Female	     A mm (inch)	  B mm (inch)	   C mm (inch)  D mm (inch) E mm (inch) F mm (inch)

	HNV*4M4FANG   1/4 NPT   1/4 NPT   25.4 (1.00”)   28.2 (1.11”)   76.2 (3.00”)

	HNV*8M8FANG    1/2 NPT   1/2 NPT   28.6 (1.13”)   33.3 (1.31”)   79.4 (3.13”)

	HNV*12M12FANG   3/4 NPT   3/4 NPT   38.1 (1.50”)   41.1 (1.62”)   88.9 (3.50”)

 HNV*16M16FANG    1 NPT      1 NPT    50.8 (2.00”)   50.8 (2.00”)   101.6 (4.00”)

40.9 (1.61”)  39.7 (1.56”) 12.7 (0.50”)

47.6 (1.87”)  46.1 (1.81”) 14.3 (0.56”)
60.1 (2.37”)  54.0 (2.13”) 19.1 (0.75”)
76.2 (3.00”)  66.7 (2.63”) 25.4 (1.00”)

	     Part no.	           
Inlet	        Outlet		                                           Dimension

	 	             Female	    Female	     A mm (inch)	   B mm (inch)	  C mm (inch)  D mm (inch) E mm (inch) F mm (inch)

	HNV*4AANG      1/4”O.D.   1/4”O.D.   25.4 (1.00”)   23.0 (0.91”)  76.2 (3.00”)     

	HNV*8AANG      1/2”O.D.   1/2”O.D.   28.6 (1.13”)   24.6 (0.97”)  76.2 (3.00”)

	HNV*12AANG    3/4”O.D.   3/4”O.D.   38.1 (1.50”)   27.8 (1.09”)   82.6 (3.25”)

 HNV*16AANG     1”O.D.      1”O.D.    50.8 (2.00”)   33.3 (1.31”)   88.9 (3.50”)

35.7 (1.41”)  39.0 (1.54”) 12.7 (0.50”)

37.3 (1.47”)  40.7 (1.60”) 12.7 (0.50”)
43.7 (1.72”)  47.7 (1.88”) 15.9 (0.63”)
52.4 (2.06”)  57.2 (2.25”) 19.1 (0.75”)

H Series Hand valves & manifolds 

Designed and developed from our highly successful H series valves. These products meet the requirements of 
both ANSI B31.1 (Power plants) and B31.3 (Petrochemical plants), including the materials of construction.

Power plant products - compliant with ANSI B31.1

Features
•   All valves are graphite packed for high temperature service
•   Non rotating, hard stem tip with metal to metal seating for bubble tight shut-off
•   Back seat design
•   Blow-out proof stem
•   Pressures & temperatures in accordance with ASME class 2500
•   Patented Tru-Lok® safety bonnet locking device prevents accidental removal
•   Standard orifice 4mm (Cv 0.35), optional orifice for needle valves 6mm (Cv 0.47)

Specific pressure / temperature performance

316 SS	 6000 psig @ 100°F (414 bar @ 38°C)
	 2915 psig @ 1000°F (201 bar @ 538°C)

Plus a range of manifolds:

Part numbering & Product range offered:

For H series valves and manifolds use CAT4190HV; CAT4190PM; CAT4190FM then replace the 
prefix ‘H’ with ‘HPP’.Eg: HNVS8FF becomes HPPNVS8FF3

Product range:
HPPNVS; HPPGV; HPPBSNVS2; HPPLS2V; HPPLS2HVSDLH; HPPALS2V; HPPLS3M; HPPLS5M; HPPDS2HLH; 
HPPDS3M; HPPDS5M; HPPEFS2/3/5

Consult factory or come and see us about other options.

Pressure vs temperature
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Material

*Insert code 
for selected 

material in part 
number

Needle
(HNV

series)
page 6

& 7

Needle
(HNV

series)
page 8

& 9

Rising plug
(HRPV 
series)
page 10

& 11

Multi-port
(HGV

series)
page 12

& 13

Single port
(HVG

series)
page 14

& 15

Outside 
Screw
& yoke
(HYNV
series)
page 14 

& 15

B31.1
 compliant

Power Plant

Stainless steel std. S ✓ ✓ *✓ ✓ ✓ ✓ ✓
Monel M ✓ ✓ ✓ ✓ ✓ ✓
Duplex D1 ✓ ✓ ✓ ✓ ✓ ✓
Super Duplex D2 ✓ ✓ ✓ ✓ ✓ ✓
Hasteloy HC ✓ ✓ ✓ ✓ ✓ ✓ ✓
Carbon Steel C ✓ ✓ ✓ ✓ ✓ ✓
6Mo 6MO ✓ ✓ ✓ ✓ ✓ ✓
Titanium T ✓ ✓ ✓ ✓ ✓ ✓
Incoloy 825 825 ✓ ✓ ✓ ✓ ✓ ✓
Incoloy 825 625 ✓ ✓ ✓ ✓ ✓ ✓

†For tube socket or tube butt weld use 1/16 inch denominations and change NB to TB. 
†For metric tube size use actual metric (mm) dimensions e.g. SW12MMTB.
Note: Heat code traceable certificates for body and bonnet stud available on application.
**Does not apply for A-LOK®/CPI™ ended valves in 316 stainless steel.

Su
ffi

x 
ad

di
ng

se
qu

en
ce

Function Option Detail Part no.
suffix

Needle
(HNV

series)
page 6

& 7

Needle
(HNV

series)
page 8

& 9

Rising 
plug

(HRPV 
series)
page 10
& 11

Multi-
port
(HGV

series)
page 12
& 13

Single 
port
(HVG

series)
page 14
& 15

Outside 
Screw
& yoke
(HYNV
series)
page 14

& 15

B31.1
com-
pliant
Power 
Plant

1 Gland packing Graphite 3 ✓ ✓ ✓ ✓ ✓ STD
2 Seating PCTFE (207 bar/3000 psi) 9 ✓ ✓ ✓ ✓

PEEK PK ✓ ✓ ✓ ✓ ✓ ✓
Stellite Tip ST ✓ ✓ ✓ ✓ ✓ ✓
Regulating tip (4mm seat only) RT ✓ ✓
6mm seat 6S ✓ ✓

3 Plug/Bleed valve Blank plug P ✓ ✓
(supplied loose Bleed valve BV ✓ ✓

Plug & bleed valve PBV ✓ ✓
4 Connection style Socket weld (* insert pipe size) SW*NB ✓ ✓ ✓ ✓ ✓ ✓

Male socket weld (*insert pipe size) MSW*NB ✓ ✓ ✓ ✓ ✓ ✓
Butt weld (* insert pipe size) (# insert schedule) BW*NBSCH# ✓ ✓ ✓ ✓ ✓ ✓
Stub pipe extension (insert length in *mm) SP*MM ✓ ✓ ✓ ✓ ✓ ✓
Male inlet extension (* insert length in mm) EX*MM ✓ ✓ ✓ ✓ ✓ ✓ ✓
BSPT  (* insert pipe size (e.g. 8K = 1/2”) *K ✓ ✓ ✓ ✓ ✓ ✓ ✓
BSPP (* insert pipe size (e.g. 4R = 1/4”) *R ✓ ✓ ✓ ✓ ✓ ✓ ✓
Flange (specify separately) FL ✓ ✓ ✓ ✓ ✓

5 Connection sizing See below† ✓ ✓ ✓ ✓ ✓
6 Flow pattern Angled ANG ✓ ✓ ✓ ✓ ✓

Operating Lockable T bar THL ✓ ✓ ✓ ✓ ✓ ✓ ✓
mechanism Anti tamper T bar AT ✓ ✓ ✓ ✓ ✓

Anti tamper + key ATK ✓ ✓ ✓ ✓ ✓
Handwheel HW ✓ ✓ ✓ ✓ ✓ ✓ ✓
Lockable handwheel LHW ✓ ✓ ✓ ✓ ✓ ✓ ✓

7 Mounting Panel mount PM ✓ ✓ ✓
Base mount BM ✓ ✓ ✓ ✓ ✓ ✓ ✓

8 Condition NACE compliant materials** NC ✓ ✓ ✓ ✓ ✓ ✓ ✓
Cleaned and lubricated for oxygen use OXY ✓ ✓ ✓ ✓ ✓ ✓
Firesafe FS ✓ ✓ ✓
Test certificates TC ✓ ✓ ✓ ✓ ✓ ✓
Air Testing PT ✓ ✓ ✓ ✓ ✓ ✓

Valve types

in box)

Instrumentation hand valves

Available options

Valve types

Instrumentation hand valves

Available options

All non-wetted parts ie those not in contact with the process medium will be supplied in stainless steel for all materials shown above.

The widest range of precision Instrumentation products

Cat 4190-FM
Three and five valve manifolds

Cat 4190-PM
Two valve manifolds

Cat 4190-FP
Flanged products
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Notes Notes
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Catalogue 4190-HV

Parker Hannifin Ltd
Instrumentation Products
Division Europe,
Riverside Road,
Pottington Business Park,
Barnstaple, Devon, EX31 1NP
United Kingdom
Tel.: +44 (0) 1271 313131
Fax: +44 (0) 1271 373636
www.parker.com/ipd

Parker Hannifin Corporation
Instrumentation Products Division
1005 A Cleaner Way
Huntsville, AL 35805
Tel: + 1 (256) 881-2040
Fax: + 1 (256) 881-5072
www.parker.com/ipdus

Parker Worldwide
AE – UAE, Dubai
Tel: +971 4 8875600
parker.me@parker.com

AR – Argentina, Buenos Aires
Tel: +54 3327 44 4129

AT – Austria, Wiener Neustadt
Tel: +43 (0)2622 23501-0
parker.austria@parker.com

AT – Eastern Europe, 
Wiener Neustadt
Tel: +43 (0)2622 23501 970
parker.easteurope@parker.com

AU – Australia, Castle Hill
Tel: +61 (0)2-9634 7777

AZ – Azerbaijan, Baku
Tel: +994 50 2233 458
parker.azerbaijan@parker.com

BE/LX – Belgium, Nivelles
Tel: +32 (0)67 280 900
parker.belgium@parker.com

BR – Brazil, Cachoeirinha RS
Tel: +55 51 3470 9144

BY – Belarus, Minsk
Tel: +375 17 209 9399
parker.belarus@parker.com

CA – Canada, Grimsby, Ontario
Tel +1 905-945-2274
ipd_canada@parker.com

CH – Switzerland, Etoy
Tel: +41 (0) 21 821 02 30
parker.switzerland@parker.com

CN – China, Shanghai
Tel: +86 21 5031 2525

CZ – Czech Republic, Klecany
Tel: +420 284 083 111
parker.czechrepublic@parker.com

DE – Germany, Kaarst
Tel: +49 (0)2131 4016 0
parker.germany@parker.com

DK – Denmark, Ballerup
Tel: +45 43 56 04 00
parker.denmark@parker.com

ES – Spain, Madrid
Tel: +34 902 33 00 01
parker.spain@parker.com

FI – Finland, Vantaa
Tel: +358 (0)20 753 2500
parker.finland@parker.com

FR – France, Contamine s/Arve
Tel: +33 (0)4 50 25 80 25
parker.france@parker.com

GR – Greece, Athens
Tel: +30 210 933 6450
parker.greece@parker.com

HK – Hong Kong
Tel: +852 2428 8008

HU – Hungary, Budapest
Tel: +36 1 220 4155
parker.hungary@parker.com

IE – Ireland, Dublin
Tel: +353 (0)1 466 6370
parker.ireland@parker.com

IN – India, Mumbai
Tel: +91 22 6513 7081-85

IT – Italy, Corsico (Ml)
Tel: +39 02 45 19 21
parker.italy@parker.com

JP – Japan, Fujisawa
Tel: +(81) 4 6635 3050

KR – South Korea, Seoul
Tel: +82 2 559 0400

KZ – Kazakhstan, Almaty
Tel: +7 7272 505 800
parker.easteurope@parker.com

LV – Latvia, Riga
Tel: +371 6 745 2601
parker.latvia@parker.com

MX – Mexico, Apodaca
Tel: +52 81 8156 6000

MY – Malaysia, Shah Alam
Tel: +603-78490800

NL – The Netherlands,
Oldenzaal
Tel: +31 (0)541 585 000
parker.nl@parker.com

NO – Norway, Stavanger
Tel: +47 (0)51 826 300
parker.norway@parker.com

NZ – New Zealand, Mt Wellington
Tel: +64 9 574 1744

PL – Poland, Warsaw
Tel: +48 (0)22 573 24 00
parker.poland@parker.com

PT – Portugal, Leca da Palmeira
Tel: +351 22 999 7360
parker.portugal@parker.com

RO – Romania, Bucharest
Tel: +40 21 252 1382
parker.romania@parker.com

RU – Russia, Moscow
Tel: +7 495 645-2156
parker.russia@parker.com

SE – Sweden, Spånga
Tel: +46 (0)8 59 79 50 00
parker.sweden@parker.com

SG – Singapore,
Tel: +65 6887 6300

SK – Slovakia, Banská Bystrica
Tel: +421 484 162 252
parker.slovakia@parker.com

SL – Slovenia, Novo Mesto
Tel: +386 7 337 6650
parker.slovenia@parker.com

TH – Thailand, Bangkok
Tel: +662 717 8140

TR – Turkey, Istanbul
Tel: +90 216 4997081
parker.turkey@parker.com

TW – Taiwan, Taipei
Tel: +886 2 2298 8987

UA – Ukraine, Kiev
Tel: +380 44 494 2731
parker.ukraine@parker.com

UK – United Kingdom, 
Barnstaple
Tel: +44 (0)1271 313131
parker.uk@parker.com

US – USA, Cleveland
Tel: +1 216 896 3000

VE – Venezuela, Caracas
Tel: +58 212 238 5422

ZA – South Africa, 
Kempton Park
Tel: +27 (0)11 961 0700
parker.southafrica@parker.com

European Product Information Centre
Free phone: 00 800 27 27 5374
(from AT, BE, CH, CZ, DE, DK, EE, EI, ES, FI, 
FR, IT, NL, NO, PL, RU, SE, SK, UK, ZA)


